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List of Satellite Infrastructure Systems Radio Interface Specifications
	Reference Number
	Service 
	Application
	Frequency Band
	Comment

	TAD04-01-01
	Satellite
	VSAT
	10.7 - 12.75 GHz (space-to-earth)      
12.75 - 13.25 GHz (earth-to-space)
13.75 - 14.50 GHz (earth-to-space)
	VSAT Terminal (Ku band)

	TAD04-01-02
	Satellite
	SNG
	10.7 – 12.75 GHz (space-to-earth)       

13.75-14.50 GHz (earth-to-space)
	SNG (Uplink) Terminal

	TAD04-01-03
	Satellite
	FSS Earth Station
	10.7 – 12.75 GHz (space-to-earth)      
12.75 - 13.25 GHz (earth-to-space)
13.75 - 14.50 GHz (earth-to-space)
	Fixed satellite service Earth Station (Ku band)

	TAD04-01-04
	Satellite
	FSS Earth Station
	19.7-20.2GHz (space-to-earth)      
29.5-30.0 GHz (earth-to-space)
	Fixed satellite service Earth Station (Ka band)

	TAD04-01-05
	Satellite
	GSO ESOMP
	19.7-20.2GHz (space-to-earth)      
29.5-30.0 GHz (earth-to-space)
	Satellite terminal (Ka Mobile Platform-ESOMP)


	Republic of Turkey

Information and Communications Technologies Authority
	Radio Interface Specification
	VSAT
	TAD04-01-01
	


	
	Nr 
	Parameter
	Description
	Comments 

	Normative Part  
	1
	Radiocommunication Service
	Fixed Satellite Service
	

	
	2
	Application
	VSAT

	

	
	3
	Frequency band
	10.7 - 12.75 GHz   (space-to-earth)       
12.75 - 13.25 GHz (earth-to-space)
13.75 - 14.50 GHz (earth-to-space)
	

	
	4
	Channelling
	
	

	
	5
	Modulation / Occupied bandwidth 
	
	

	
	6
	Direction / Separation 
	
	

	
	7
	Transmit power / Power density 
	≤ 55 dBW  
	In case of use at airports, the power values are limited according to ECC Report 66.

	
	8
	Channel access and occupation rules 
	
	

	
	9
	Authorisation regime 
	Subject to Authorisation
	Without prejudice to the Article 8/2 of Electronic Communication Law Numbered 5809; BTK may request notification of the technical information belonging to the terminals where necessary; (See: Guidebook For Operators Providing Electronic Communications Services Via Satellite; Document on Usage of Frequency Bands in Satellite Communication Services)

	
	10
	Additional essential requirements 
	
	

	
	11
	Frequency planning assumptions
	EN 301 428

EN 301 489-12
	

	Informative Part
	12
	Planned changes 
	
	

	
	13
	Reference 
	EN 301 428

EN 301 489-1

EN 301 489-12 
ERC/REC 13-03  

ERC/DEC/(00)08

ECC/DEC/(03)04

ECC/DEC/(06)02

ECC/DEC/(06)03

ERC/REC/01-07

ECC Report 66

ITU R S.725

ITU R S.726-1

ITU-R S.727-1

ITU-R S.728-1
ITU-R S.729
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


	Republic of Turkey

Information and Communications Technologies Authority
	Radio Interface Specification
	SNG
	TAD04-01-02
	


	
	Nr 
	Parameter
	Description
	Comments 

	Normative Part  
	1
	Radiocommunication Service
	Fixed Satellite Service
	

	
	2
	Application
	SNG

	

	
	3
	Frequency band
	10.7 - 12.75 GHz (space-to-earth)       
13.75 - 14.50 GHz (earth-to-space)
	

	
	4
	Channelling
	
	

	
	5
	Modulation / Occupied bandwidth 
	
	

	
	6
	Direction / Separation 
	
	

	
	7
	Transmit power / Power density 
	The Radio Regulation is limited to the eirp values in the footnotes 5.502 and 5.503.
	

	
	8
	Channel access and occupation rules 
	
	

	
	9
	Authorisation regime 
	Subject to Authorisation
	Without prejudice to the Article 8/2 of Electronic Communication Law Numbered 5809; BTK may request notification of the technical information belonging to the terminals where necessary; (See: Guidebook For Operators Providing Electronic Communications Services Via Satellite; Document on Usage of Frequency Bands in Satellite Communication Services)

	
	10
	Additional essential requirements 
	
	

	
	11
	Frequency planning assumptions
	EN 301 430
	

	Informative Part
	12
	Planned changes 
	
	

	
	13
	Reference 
	EN 301 430 

ERC/REC 13-03 

ERC/DEC/(00)08

ITU-R SNG.770-2 

ITU-R SNG.722

EN 301 489-1

EN 301 489-12
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


	Republic of Turkey

Information and Communications Technologies Authority
	Radio Interface Specification
	FSS Earth Station
	TAD04-01-03
	


	
	Nr 
	Parameter
	Description
	Comments 

	Normative Part  
	1
	Radiocommunication Service
	Fixed Satellite Service
	

	
	2
	Application
	FSS Earth Station
	


	
	3
	Frequency band
	10.7 - 12.75 GHz (space-to-earth)       
12.75 - 13.25 GHz (earth-to-space)
13.75 - 14.50 GHz (earth-to-space)
	

	
	4
	Channelling
	
	

	
	5
	Modulation / Occupied bandwidth 
	
	

	
	6
	Direction / Separation 
	
	

	
	7
	Transmit power / Power density 
	≤ 55 dBW  
	In case of use at airports, the power values are limited according to ECC Report 66.

	
	8
	Channel access and occupation rules 
	
	

	
	9
	Authorisation regime 
	Subject to Authorisation
	Without prejudice to the Article 8/2 of Electronic Communication Law Numbered 5809; BTK may request notification of the technical information belonging to the terminals where necessary; (See: Guidebook For Operators Providing Electronic Communications Services Via Satellite; Document on Usage of Frequency Bands in Satellite Communication Services)

	
	10
	Additional essential requirements 
	
	

	
	11
	Frequency planning assumptions
	EN 301 428

EN 301 489-12
	

	Informative Part
	12
	Planned changes 
	
	

	
	13
	Reference 
	EN 301 428

EN 301 489-1, EN 301 489-12
ERC/REC 13-03 / 

ERC/DEC/(00)08

ECC/DEC/(03)04

ECC/DEC/(06)02

ECC/DEC/(06)03

ERC/REC/01-07

ECC Report 66

ITU R S.726-1

ITU-R S.727-1

ITU-R S.728-1
ITU-R S.729
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


	Republic of Turkey

Information and Communications Technologies Authority
	Radio Interface Specification
	FSS Earth Station
	TAD04-01-04
	


	
	Nr 
	Parameter
	Description
	Comments 

	Normative Part  
	1
	Radiocommunication Service
	Fixed Satellite Service
	

	
	2
	Application
	FSS Earth Station
	

	
	3
	Frequency band
	19.7-20.2GHz (space-to-earth)       
29.5-30.0 GHz (earth-to-space)
	

	
	4
	Channelling
	
	

	
	5
	Modulation / Occupied bandwidth 
	
	

	
	6
	Direction / Separation 
	
	

	
	7
	Transmit power / Power density 
	≤ 55 dBW  
	In case of use at airports, the power values are limited according to ECC Report 66.

	
	8
	Channel access and occupation rules 
	
	

	
	9
	Authorisation regime 
	Subject to Authorisation
	Without prejudice to the Article 8/2 of Electronic Communication Law Numbered 5809; BTK may request notification of the technical information belonging to the terminals where necessary; (See: Guidebook For Operators Providing Electronic Communications Services Via Satellite; Document on Usage of Frequency Bands in Satellite Communication Services)

	
	10
	Additional essential requirements 
	
	

	
	11
	Frequency planning assumptions
	EN 301 459, EN 301 489-12
	

	Informative Part
	12
	Planned changes 
	
	

	
	13
	Reference 
	EN 301 459

EN 301 489-1, EN 301 489-12
ECC/DEC/(05)08

ECC/DEC/(06)02

ECC/DEC/(06)03

ERC/REC/01-07

ECC Report 66

ECC Report 152

ITU-R S.524-9
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


	Republic of Turkey

Information and Communications Technologies Authority
	Radio Interface Specification
	GSO ESOMP
	TAD04-01-05
	


	
	Nr 
	Parameter
	Description
	Comments 

	Normative Part  
	1
	Radiocommunication Service
	Fixed Satellite Service
	

	
	2
	Application
	GSO ESOMP
	

	
	3
	Frequency band
	19.7-20.2GHz (space-to-earth)       
29.5-30.0 GHz (earth-to-space)
                                            
	

	
	4
	Channelling
	
	

	
	5
	Modulation / Occupied bandwidth 
	
	

	
	6
	Direction / Separation 
	
	

	
	7
	Transmit power / Power density 
	≤ 55 dBW  
	In case of use at airports, the power values are limited according to ECC Report 66.

	
	8
	Channel access and occupation rules 
	
	

	
	9
	Authorisation regime 
	Subject to Authorisation
	Without prejudice to the Article 8/2 of Electronic Communication Law Numbered 5809; BTK may request notification of the technical information belonging to the terminals where necessary; (See: Guidebook For Operators Providing Electronic Communications Services Via Satellite; Document on Usage of Frequency Bands in Satellite Communication Services)

	
	10
	Additional essential requirements 
	
	

	
	11
	Frequency planning assumptions
	EN 301 459, EN 301 489-12
	

	Informative Part
	12
	Planned changes 
	
	

	
	13
	Reference 
	EN 301 459

EN 301 489-1, EN 301 489-12
ECC/DEC/(05)08

ECC/DEC/(06)02

ECC/DEC/(06)03

ERC/REC/01-07

ECC Report 66

ECC Report 152

ITU-R S.524-9
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
	
	


